OFICE OF THE PRINCIPAL NIMAPARA AUTONOMOUS COLLEGE NIMAPARA DISTRICY
PURI ODISHA

QUOTATION CALL NOTICE, b')/ 7 I oy

Sealed quotations are hereby invited from eligible and experienced suppliers/vendors for the supply of
the following items as per the specifications provided separately for each itemn:

1. UPS
2. MFM Black & White Printer

3. 65-Inch LED TV
4. Wireless Mice

5. Camera for Virtual Meeting

Terms and Conditions:

1. The quotations must be submitted item-wise separately in sealed envelopes, each clearly marked with the
item name on the top of the envelope.

2. Specifications for each item are enclosed and must be strictly adhered to,
3. The last date for submission of sealed quotations is 01.05.2025, 3pm.

4. Quotations received after the deadline will not be considered.

5. The authority reserves the right to accept or reject any or all quotations without assigning any reason

thereof.
Vendors must submit relevant documents such as GST registration, PAN, past supply records, etc., along with
their quotations,
For any dlarification, please contact: 9749743148 “
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600 VA Line Interactive UPS Specifications

SI. No. |Feature General Specifications

1 UPS Capacity (total) 60OV A/ IG0W

2 Input Voltage 230 VAC nominal

3 Input Frequency 45 - 65 Hz

4 Brownout Transfer 145 VAC typical

5 Over.voltage Transler 290 vAC typical

6 Voltage on Battery 230 VAC typical {stepped approximated sine wave}

7 Frequency - On Battery S0Hz typical

8 Transfer Time @50 Hr 6 ms typical, 13 ms max

g |Air Ventilation Should have Side and Back Honey bee Perforation for heat
dispersion

10 |Protection from Humidity & Dust UPS Should have conformal paint coating on PCB for Insulation
for Dust and Hurmidity

11 |Battery Saver Option UPS Shouid have Battery Saver Option Lo increase the life of the
Battery uplo 5 years

12 |No Load Shutdown UPS Should work on loads of 2-3 watts also

11 |AC Surge Protection Full ume, 160 joules

14 |Automatic Re start of UPS In case the UPS backup is totally drained and automatic
switched off, when the grid power resumes the UPS Should
Auto Start without human interference

15 |Type (maintenance-free] 12v, 7.2 Ah

16 |Typical rechar!e time 4- 6 hours

17 |Operating Temperature 0°C to 40°C

18 |Storage Temperature 15°C to 45°C

19 |3 power cutlets with battery backup and surge protection

20 |Power Cord 1.2 meters

21 |Runtime for Single PC load (B0W & 15W) 27 min (normal mode)

22 |Runtime for Workstation PC (100W £15W) 13 min (normal mode)

23  |Battery Saver [to save on battery life) Thru toggle button on front pane!

24 [Certification BIS

25 [Ju-lned and Manufactured in India Yes

26 |warranty 2yeasrs
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Generic

Description of Stores

Multifunction Machine Printer with Minimum 1 Year On Site
Warranty, including Cartridge and Power Cord/Adapter

Cora Function

Print, Scan and Copy

Print Technology

Laser

Cartridge Technology

Composite Cartridge

Type of Printing

Monochrome (Black)

RAM Size (MB) 256
Storage Capacity (in GB) 0
Features Fax

Operating System Compatibility

Windows 10 and Above,Linux,Mac OS5, Windows Server

Printing
Print Paper Size A4 and Legal
Minimum Print Speed per 26 to 30

Minute as per ISO/IEC 24734 in
A4 Size-Monochrome (Black)
(in PPM)

Minimum Print Speed per
Minute as per ISO/IEC 24734 in
A4 Size-Colour {in PPM)

Not Applicable

Minimum Speed per Minute as
per ISQ/IEC 24734 in A3 Size-
Mono (in PPM)

Not Applicable

Minimum Speed per Minute as
per ISO/IEC 24734 in A3 Size-
Color (in PPM)

Not Applicable

Auto Duplexing Printing/Coping | Yes
(2-sided Feature)
Scanning
Maximum Scan Area A4 and Legal
(Platen/Flatbed Size)
Ad Scan Speed -Colour {Image | 11to 20
Per Minute) @ 300 x 300 dpi
Scan To Functions Email
A4 Scan Speed - Mono (Image 11 to 20
Per Minute) @ 300 x 300 dpi
COPYING
Reduction and Enlargement Yes

Feature




PAPER HANDLING

Original Document Feeder Type
(For Scanning and Copying)

Automatic Document Feeders (ADF)

Feeder Capacity (Number of 31 to 40
Sheets) (For Scanning and
Copying)
Number of Main Paper Tray 1
Total Paper Tray Combined 101 to 200
Capacity (Number) at 756 GSM
Bypass Tray Facility No
If Yes, Bypass Tray Capacity 0
Connectivity
Connectivity USB Port, Ethernet Port, Wi-Fi
Accessories Provided USB Cable
Performance
Minimum Yield of the 700
Cartridge/Ink/Toner supplied
with Machine as per IS/ISOAEC:
19752/2017 for Black (Number
of Prints)
Minimum Yield of the 0

Cartridge/Ink/Toner Supplied

with Machine as per IS/ISO/IEC:

19798:2017 for Cyan, Yellow
and Magenta Color (Number of
Prints)

Minimurm Duty Cycle (Number

10,001 to 20,000

of Prints/Month)
POWER
Power Supply Single Phase AC 220 - 240 V, 50 - 60 Hz
Maximum Power Consumption 1300
(in Watt)
Environmental
Minimum Operating 10
Temperature {Degree C)
Maximum Operating 30

Temperature (Degree C)




Minimum Operating Humidity 20
(% RH)
Maximum Operating Humidity 80

(%RH)

Dimension

Standard Machine Weight with
Single Tray (in Kg)
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Certification

BIS CRS Compliance

Yes as per IS 13252 (Pari 1)

Maximum Number of Prints
covered under Product warranty
(Whichever is earlier)

30000

EPR Registration in respect of Yes
the manufacturer/authorised

importer as per E waste rules

as amended up to date

Agreed to Provide a copy of Yes

EPR Reagistration Certificate to
the Buyer on Demand




Screen Size 65
Brightness {cd/m?) 350Nits or better
Contrast Ratio 1200:1
Dynamic Contrast Ratio 400,000:1
General Features Response Time {ms) 8.0
Display resolution (H x V, pixels) 3840 x 2160
HOR (High Dynamic Range) compatiblity Yes (HOR10, HLG)
Aspect Ratio 169
Portrait/Tilt Compatibility Yes
Dimming lype Frame Dimming
Display Device LCD
Pane| Type IPS
Backlight type Direct LED
Display features Color gamut (NTSC} 69%
Operation time 16/7
Haze (%) 1%
Viewing Angle (Right/Left) 178 (89/89) degree
Viewing Angle (Up/Down) 178 (85/89) degree

HDMI Signal

4096 x 2160p (24, 50, 60 H),
3840 x 2160p (24, 25, 30, 50,
60 Hz), 1080p (30, 50, 60 Hz),
1080/24p, 1080i (S0, 60 Hz),
720p {30, 50, 60 Hz),
720/24p, 576p, 576i

480p,480i

7 i
AudioBpeds Spleaker Position Down Firing
Audio Power Output 10W + 10W

Professional

Pro settings

Yes (Simple Pro settings menu)

f HDMI auto wake-up Yes
eatures - -
Operating System Android TV
On-board Storage (GB) 16GB
RAM iGe
NaEh Wi-Fi Certified Yes
Wireless LAN Integrated

USB playback codecs

MPEG1:MPEG1/MPEG2
PS:MPEG2/MPEG2
WEBM:AV1/AC4/ogg/AAC

Convenience On 5creen Clock Yes
features Sleep Timer Yes
On/OH Timer Yes
Chromecast built-in Yes
Apple AirPlay Yes
IP Control Yes
Control Specs RS-232C Control Yes
HDMI-CEC Yes

HDCP HOCP2.3 {for HOMI1/2/3)

Composite Video Input (s}

1 (Side, Mini jack)




Inputs and outputs

HDMI inputs total

3 (35ide)

Analog Audio Input {s) (Total)

1 {Side Analog Conversion)

Digital Audio Output {s} 1 {Side)
USB ports 2 (Side)
Ethernet inputs 1 {Side)
Design features VESA® Hole Pitch {W x H) 300 x 300 mm
Rated Power Consumption 226W
. Power Consumption (in Standby) 0.5 W
Environment Specs . -
Dynamic Backlight Control Yes
Power Saving Mode / Back Light Off Mode Yes

Dimension of TV without Stand (W x H x D)

1462 x 842 x 71 mm

Measurements Dimension of TV with Stand (W x H x D} 1462 x 912 x 338 mm
Dimension of Package Carton (W x Hx D) 1588 x 965 x 184 mm

Weight of TV without Stand 20.4 kg

Weight Weight of TV with Stand 21.3 kg

Weight of Package Carton (Gross)

2B kg




